
   DESCRIPTION    

The hot air tea shaking machine is one of the important equipments for producing high-end
oolong tea. The drum is punched with galvanized sheet, which is beautiful and elegant. You
can also choose all stainless steel sheet, which is more hygienic and environmentally friendly.
With the highly integrated intelligent control panel, roasting speed, temperature, processing
time etc can be adjusted. You could choose electric heating or wood or charcoal heating. 
Through the rotation of the machine and heating, the moisture in the tea can be evenly
distributed, and at the same time, the fermentation can be slowly made to make the finished
tea taste more fragrant.
With the heating furnace, different wood or charcoal can be used to make the tea with
different wood flavors. And the flavor of the finished tea is unique! It is different from
ordinary traditional tea.

   ADVANTAGE    

1. Using galvanized punching sheet metal, the appearance is flat and beautiful;
2. Using automatic temperature control, main fan timing, drive timing;
3. All use electric heating, and give a cast iron stove basin, which is sturdy and durable.

   APPLICATION    

Wood And Coal Heating Tea Leaf Wither Machine is suitable for processing oolong tea, the
following is the working time required for the above tea production.

 Type Of Tea  Working Time
 Oolong Tea  Total 5-6 Hours

The above data is for reference only, and the specific processing time shall be determined
according to the actual situation.

   SPECIFICATION 
  

Wood And Coal Heating Tea Leaf Wither Machine specification list:

Model DL-6CZQ-110T
Dimensions 3760×1120×1450 mm

Voltage 380V 50HZ
Total heating power 12 kW

Fast and slow
drum drive motor

2 sets

Power 2.2 kW
Speed 1400 r/min

Voltage 380 V

Fan power 
Power 1.5 kW
Speed 1400 r/min

Voltage 380 V
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Working speed of roller 15-30 r/min
 Inner diameter of roller 1100 mm

Length of roller 3000 mm
Output 350 Kg/time

If you have special need, it can be customized according to the needs of customers.

   DETAILS    

This machine can be heated by electricity or charcoal, If charcoal is used for heating, tea can
absorb the taste of charcoal. If charcoal with fragrance is selected, the flavor of tea will be
very unique.

 



The internal support frame increases the structural strength of the machine and reduces the
vibration during use.

 



The optimum mesh size obtained by many experiments, the broken tea and tea dusts were
screened out during oolong tea shaking process.

   PHOTOS    













   CONTACT    

If you are interested in this product, please contact us to get the
price.

↑ ↑ Click the icon to get the latest price directly ↑ ↑

https://api.whatsapp.com/send/?phone=+8618120033767&text=I want know the price of this product : DL-6CZQ-110T
https://m.me/Shayehuangteamachinery


↓ ↓  You can also leave your contact information at the bottom.
We usually contact you in about 10 minutes ↓ ↓


